
Optional Items 

Air Compressor 

Specification 

Laser 

Working Area 

Max. Part Size (W x L x H) 

Max. Working Speed 

CCD Camera 

Working Table 

Driver 

Focal Lens 

Max. Cutting Thickness 

Control Panel 

Connection 

Dimensions (W x L x H) 

Optional 

Air Exhaust System 

265022230G(01 ) 

Fume Extractor Rotary Attachment 

C0240W 

510 x 330mm 

525 x 340 x 20mm (with grid cutting table) 

493 x 341 x 95mm (without grid cutting table) 

20 IPS 

Standard 

Standard grid cutting table 

DC servo motor 

Standard 1.5" 

10mm 

7" touch screen 

Wi-Fi, USB Ethernet 

915 x 780 x 300mm 

Rotary attachment, odor reduction, air compressor 

External exhaust system with minimum flow rate 300 m3/h (10594 ft3/h) is 
required,2,500PA negative pressure (PURE-AIR PA-300 @ 4" exhaust port) 

* Above specifications are subject to change without prior notice. 
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GC~ 
LaserPro 

GCC E200 Desktop Laser Engraver 

So Simple, So Professional 

E200 
• Multifunction user interface for both beginners 

• 510 X 330mm Desktop Laser Engraver and advance users 

• 7"Touch Screen Control Panel • 20ips High Speed throughput 

• CCD Camera • Standard Water Chiller for high production 

• Live Camera Preview • Stamp mode with shoulder level function 

TECJCT
TEC rep with phone web email

TECJCT
TEC rep with phone web email
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Desktop Laser Engraver E200 

TECJCT
TEC rep with phone web email
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